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Introduction of REPTY®DC100 applied to Next Generation Automobile
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‘REPTY®DC100” known as high quality of glasstic film in the market.
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REPTY&DC100 is suitable for automotive window in order to realize design for good looking, safety and weight saving

4R (Features)

VA ELy b2 1 SKRFS)=— (The World-first Acryl Imide based Film) %201 747 BRE
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LUK T2 BE(LICEBE (For Luxury Safety and Lightweight) s

O =EEE (9H) - B FBE(91%, L) Hard Surface (9H) / High Total Transmittance (over 91%)
O =ik -SiMHEEE  High Water Repellency / High Abrasion Resistance

© Roll to Roll ##&-Bnfc/\ RV J - DI  Roll to Roll Supply / Easy to Cut and Handle
O |iEMEEN O— MRS (RA Y MRE)  Other Functional Coating (e.g. IR-CUT)

@ BUYFTF— 345 Low Birefringence

DCI0ON | DC100-3D  DC100-IR
Method/Spec (Standard) | (Formable) (IR-CUT)
B

Thickness Thickness Gauge 0.2 -0.6 mm
e . i
Specific Gravity :
EEE
Total Transmittance JIS K7361 (%) 91 91 85
~N—R
Fase JIS K7136(%) 012 0.2 0.5
o . .
Yellowness Index Transmittance D65-2 0.15 0.20 0.55
Yegr—3v e
FesErekien ERAAEZE (nm) 10~20 10~20 10~20
REHNEREE 7509
Pencil Hardness RIKEN TECHNOS Method OH z3H 6H
MRAF—ILT—IL
Scratches #0000 500g/cm? 21,000 50% >10,000
K iEfR A o 5
Contact Angle 8uL. LY Method 118 118 118°
O E Load 350g Applied on
Bending Both Ends/No Cracks 50mm 20mm 30mm
TOE Rz B i : §
Thermal Process Resistance No Change in Appearance 150°C 150C 150C
TSER .
Total Solar Energy Rejection JIS A5759 (%) - = 23
NIt Cosmetics, Acid, Alcohol Good Good Good
Chemical Resistance , , (o] 0] (o]0] 00
% #0000 200g/cm? Above data are average value, not the guaranteed value.
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